
It’s
Reliable

It’s
Economical

It’s from
OLIVER DOUGLAS

It’s
Unbeatable Value

Fabricated entirely from Stainless Steel.
Wash and rinse from spray arms cleans all round.

Easy access to jet pipes and filters.
Machine designed for economical running costs and easy operation

and maintenance.
Access doors with Operator protection.

Ample floor clearance for cleaning under machine.

   



BULLIT 35 WASH/RINSE MACHINE
SPECIFICATION

Standard Equipment and Features
Fabricated entirely from Stainless Steel.  Large tank capacity minimises water changes.  

Alternative methods of heating.  Electric heated machines have built-in Immersion Heater protection.

Wash and rinse from spray arms cleans all round.  Easy access to jet pipes and filters.  

Machine designed for economical running costs and easy operation and maintenance.  

Access doors with Operator protection (back and front on wash).  Adjustable feet for levelling.

Ample floor clearance for cleaning under machine.

Technical Details
Length 10'-0"/3048mm (plus tables 2'-0"/610mm) Width 3'-6"/1067mm

Height 5'-6"/1676mm (plus Extract Fan)

Wash Design – 300 trays per hour

Wash Pump – 71/2HP (5.6kW)

Wash Tank Capacity – 100 gallon (450 litre)

Fresh Rinse Consumption – 1 gallon per minute (4.5 litre) 20psi/1.5bar minimum

This machine has a track width of 22"/559mm and a tunnel height of 14"/355mm (others available)

Connections
3/4" Wash Tank Filler  2" Drain/Overflow  3/4" Hot Rinse Connection

Additional Services for Wash Heating

Live Steam – 1" BSP (20-35psi/1.5-2.5bar) 150,000 btu per hour

Electric – 40kW Standard, 20kW Economy (switchable)

Gas available – contact Oliver Douglas Technical Department

Additional Services for Rinse Heating (where fitted)
Live Steam – 30 gallon (135 litre) tank 1" BSP (20-35psi/1.5-2.5bar) 100,000 btu per hour

Electric – 30 gallon (135 litre) tank 20kW (or 40kW)

Both the above are fitted with a 3/4HP (.55kW) pump and require a 3/4BSP water supply

at a minimum pressure of 20psi/1.5bar.

Steam Extract Fan (where fitted)
10"/254mm diameter – 1/2HP (.38kW)
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